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MEMORANDUM J Ao /quu/ ST AR LT #L

TO: 0525 /)”'%(/ A/»/ itk g ”{/\/ /'J/l)—tW{ ,,u//_y»t/

FROM: 404C, Steve Dumont
Subj: Contract Number N62470-81-C-1644, Expansion of Holc‘gg Boulevard Water
Treatment Plant, Camp Lejeune, NC

Ref : ltr of 4 Dec 1985, Aquatrol Resubmittal

1. The contractor's transmittal number 75A, Controls, has been reviewed and
is returned 'approved.as.noted' with the attached comments.

2. Please note that the submittal is only approved as meeting the
requirements of section 16750, paragraphs 1.12.l1a through 1.12.1f. The

documentation required by paragraph 1.12.1g must still be submitted.

3. Additionally, the submittal is not_considered acceptable as meeting the
requirements of pg;ag;gngm1.12‘2¢,QE;;;iE;i:zzz:ﬁ;EEEEE&nee~mangg;§. Although

some of the required information is present in submittal 75A, much more is
needed and it should be presented as a separate document fron the shop
drawings.

4. The only substantial deviation noted was the method of control sequence
specification. The fill-in-the-blanks 'template’ type method offered does not
offer the high degree of flexibility which the specified 'ladded diagram'
method does. However, the proposed method is a high level, easy to use method
which will be acceptable if the contractor consults with the activity and
provides the nacessary 'templates' to allow for implementation of all expected
future expansion.

5. Included with the submittal was reference (a) which addressed the
requirement that qu_g;gg_mg;gn,s;gnal-&cau_ggggs;ugiggsmégfluent or Holcomb
boulevard).-can-be_assigned to pace.any.of the three CHISrin: ne feed Tates. _Ihiﬁu—
feature will be provided vxa“mpqgggwxalving,nnﬁtha/faeunatic piping between

the meters. and.the-chlorinators.. This method is acceptable to code 404C and

to the activity per a phone conversation with Mr. Johnson, manager at the
treatment plant.

6. A second question concerning the central control system selection of the
backwash pump was also addressed. The contractor intends to provide this
feature by simply connecting an output from the Aquatrol system to each
backwash pump. This output shall either -inhibit-or-allow pump operation

;E%22l_BHﬂP—‘*‘GIZEE:E:EEQII' gggfofmsdwat the.filter-eonsole. /Hardwired
nterlocks permitting only operation of only one pump at a time will also be

provided as an additional measure of safetyg This is also acceptable to code
404C.

7. If there are any questions concerning this review please contact me at
444-9842.







