
ANSUL DRY CHEMICAL EXTINGUISHER 30 IB.

INSPECTION AD MAINTENANCE

i. Remove cartridge guard.

2. Inspect cartridge isk for puncture (left-hand thread).
Weigh cartridge; check stamped weight; tf oz. less, replace

3. Remove riog pin; operate lever; if punc-
ture pin does ot operate freely lubrlcte
(silicone greae).

Check gasket in cartridge
receiver.

Remove cap; check gasket.

Unscrew hose from
extinguisher.

7. Unscrew nozzle from
hose.

Clean all parts with
compressed sir:

A. Tank
B. Hose
C. Nozzle
D. Gas Outlet Tube
E. Elbow

Reassemble (replace
unserviceable parts).

B

REFERENCE Oper_tlon, Inspection
and Maintenance Manual.

NOTE: Ansul should be stored in a
dry place. When in an extlngutsher
check Ansul powder t least once a
week

I0. Store without Ansul or C02
cylinder. For immediate use
refill Ansul nd replace nitro-
gen cylinder.
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i. Remove cartridge guard.

2. Inspect cartridge disk for puncture (left-hand thread).
I less, replaceWeigh cartridge; check stamped weight; if oz.

3. Remove ri_ in; operate lever; if punc-
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HI’Cle 11 rts with
compressed air:

A. Tank
B. Hose
C. Nozzle
D. Gas Outlet Tube
E. Elbow

Reassemble (replace
unserviceable prts).

i0. Store without Ansul or C02
cylinder. For immediate use
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gen cylinder.

NOTE: Ansul should be stored in a
dry place. When in 8n extinguisher
check Ansul powder at leat once a
week.
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and Mainten8nce Manual.

REFEIENCE:




