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DEPARTMENT OF THE NAVY

OFFICER IN CHARGE OF CONSTRUCTION
RESIDENT OFFICER IN CHARGE OF CONSTRUCTION
NAVAL FACILITIES ENGINEERING COMMAND CONTRACTS

CAMP LEJEUNE. NORTH CAROLINA 28542-5000
IN REPLY REFER TO:

N62470-85-C-5142
JAX/0882R/rdf
29 October 1987

Westminster Company
Post Office Box 1167
Jacksonville, North Carolina 28540

RE: Contract N62470-85-C-5142, Bachelor Enlisted Quarters, Marine
Corps Base, Camp Lejeune, North Carolina

Gentlemen:

On the P-721 portion of the conmtract, Specification Section 16301, Paragraph
2.1.3.6 (a) should be changed to REA PE-39 for jelly filled cables. Also,
note that the telephone system connector shall be a 'Reliance' G-722-100 with
30" stub, top feed G-1104-0 Module.

Sincerely,

y
Assistant Resident Officer In Charge

0f Comstruction

Copy to:
LANTDIV (CODE 0525)
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y AP 60301-02
- TOTALLY FILLED
ERICSSON 5 TELEPHONE CABLE COMMUNICATION
--------------- CABLES
TYPE ALP-TF
PRODUCT SPECIFICATION (REA PE-39) June, 1987
Table 4

TYPE ALP-TF CABLE DATA

Jacket Overall Net Standard
Conductor No. Thickness Diameter Weight Reel Length
Size Pairs inches inches lbs /kft feet
#19 AWG 6 0.060 57 5% 5000
12 .060 &5 261 5000
18 .060 .84 360 5000
25 .070 96 476 2500
50 ptie s OO Fe29 888 2500
75 3 Q75 1% 56 1305 2500
100 .080 ety 1695 2500
150 .090 2 LD 2479 2500
200 .090 2.42 3239 1250
300 .100 2291 4758 1250
400 .100 3.3 6218 1250
600 .100 3.99 9171 1250
#22 AWG () 0.060 0.46 94 5000
12 .060 .56 148 5000
18 .060 .63 199 5000
25 .060 kg S84 260 5000
50 .060 ] 460 5000
75 .070 Jiny 662 2500
100 .070 26 857 2500
150 .075 1.49 1232 2500
200 .080 107 1622 2500
300 .080 2.04 2364 1250
400 090 2Dl 3118 1250
600 o 00 2281 4567 1200
900 .100 338 6711 1200
1200 .100 %85 8802 850
1500 .100 4027 10897 650

Note: The above data are approximate and subject to normal manufacturing
tolerances

“Itis hereby certified that the (material) (equipment) shown and marked
submittal, shop drawings, Mh o
incorporated o Contrack Numbr. & v-oge o once

is in compiia |
with the contract drawings and specifications, and can hm.n::

located space, and is 2

: pproved for use_ L submitted

Government approval. o approved for use for

to Government approval of specific deviati subject

Authorized Reviewer—(2 4 4 g - 25br— |

Signature CQC Ry Date/—25 o4& \
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(Note:

ERICSSON 2

PRODUCT SPECIFICATION

TOTALLY FILLED
TELEPHONE CABLE
TYPE ALP-TF
(REA PE-39)

AP 60301-02

COMMUNICATION
CABLES

June,

1987

foerican Soclety for Testing and Materials (ASTM)

13.

14,

16.

Mechanical Testing of Steel Products

Specification for Single-Reducsd
€lectrolytic Tin Plate

Specification for Single-Reducsd Black
Plate Steel

Specification for Zinc-Coated Steel Strand
for Messenger Support Wire of Fig. 8 cable

Specification for Steel, Cold Rolled,
Single and Double-Reduced Tin Mill Black
Plate Electrolytic Chromium Coated

Specification for Soft or Annezled
Copper Wire

Specification for Aluminum and Aluminum
Alloy Shest and Plate

Spescification for Copper Alloy and
Copper Clad Stainless

Penairation of Bituminous Materials

Standard Test Methods for Rubbar Properties
in Tension

Testing CrossLinked Insulations and
Jackets for wWire and Cable

Standard Hethod of Conditioning Plastics
and Electrical Insulating Materials
for Testing

Standard Test Method for Tensile
Properties of Plastics

Standard Test Method for 8rittleness

. Temperatures of Plastics and Elastomers

by Impact

Test Method for Pecl or Stripping Strength
of Adhesive Bonds

veasuring Flow Rates of Thermoplastics by
Extrusion Plastometer

Appendix A

A370

A624

A625

A640

A657

83

8209

8694
05

D412

0470

0618

0638

D746

0903

01238

=77

-79

-79
=73

-74

Industry References

Not every standard listed below may be

20.

(80) 2).

22.
23.

(80) 24,

25.

26.

(78) 27.

(80) 28.
29.
(81) 30.

1.

32.

(78) 33,

34,
35.

B. Electric Industries for Color Coding

Specification for Polyethylene Fiastics
Molding and Extrusion Materials

Dl242
Test Method for Needle Panetrz:ian of
Petroleum Waxes 01321
Density of Plastics by Density
Gradient Technique 01505
Specifying Color by the Munsell system 01535
Test for Carbon Black in Olefin Flastics D1603
Tests for Environmental Stress - Cracking
of Ethylene Plastics 01693
Classification System for Carbe~ 2lacks
used in Rubber Products 01765
Test for Peel Resistance of Achssives 0187¢
Preparation of Compression Molczd Sheets
and Test Specimens 01928
Specification for Propylene Plas:ic
Molding and Extrusion Materials 02146
Standard Test Method for Rubber Froperties
Ourometer Hardness 02240
Standard for Non-Rigid vinyl Chlaride
Polymer and Copolymer Molding 33 <
extrusion Compounds 02287
Testing Thermoplastic Insulatec znd Jacketed
Wire and Cable 02633
Absorption Coefficient of Carbor Black
Pigmented Ethylene Plastic Film D3349
Test Method for Oxidative Induction Time of
Polyolefins by Thermal Analysis 03895
Physical and Environmental Performance
Properties of Insulations and Jzckets for
Telecommunications Wire and Cable 04565
Electrical Performance Properties of
Insulations and Jackets for Tela-
communications Wire and Cable Da566
Tension Testing of Metallic Materials ES8
Rounding Off Practice €29

RS-359
(ANSI C8.3 - 1

relevant to this specification)

-8la

(8a1)

(79)

-76
-70 (80)

-82z
-72 (78)

-80

(80)

-86

-86
-79a
-67 (80)

8/68
969)
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